
Set Screws

Loosen these screws to  
adjust position side to side

13. The Airow Gun must now be adjusted to center the arrow shaft in the Large Air Chamber Tube. 
There are two directions of adjustment as shown above. Make necessary adjustments and 
retighten bolts.

14. Once everything is set and adjusted, tighten the Set Screws in the Riser Mounting Bracket to 
lock the Airow Gun into position. This will make small dimples in your riser but will keep the 
Airow Gun from moving.

15. Before you shoot, be sure to check that:
	 a. The nock is properly glued into the arrow shaft.
	 b. The arrow shaft is centered in the Large Air Chamber Tube.

you are now ready to shoot your Airow Gun.

keeping the string in 
track. Its important when 
the bow is held at full draw that 
the string is kept in a straight 
line with the cams. Pulling the 
string to the left or right of the 
cams could cause the string to 
become detached.

While at full draw, quickly look 
up at the top cam to make 
sure that the string is centered 
in the cam track. Once the 
string is centered you are ready 
to release the string and fire 
the bow.

drawing the bow. The 
bowstring is drawn back using 
the first three fingers of the 
right hand. Draw the string all 
the way back, bringing the right 
index finger near the corner 
of your mouth to ensure the 
maximum amount of thrust will 
come from your Airow. If you 
are left-handed, be sure that 
your bow drawing a bow that is 
built for a left-handed archer. 

Aiming the bow. 
Instinctively aim the bow with 
both eyes open and release 
towards the target.RIGHT WRONG WRONG

Loosen these screws to adjust 
height up and down
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