
Bolts (24)

After removing bolts, adjust unit forward

4. Separate the Small Air Chamber Tube (17) from the Rear Air Transfer Case (18)  
and slide it forward to expose bolts.

5. Next, remove bolts and adjust the position of the Airow Gun forward. Replace bolts into the two 
rear holes located directly beneath the Air Pressure Control Valve (21), and retighten bolts. 
Replace Small Air Chamber Tube (17).

6. Insert the Plunger Assembly (1) & (2), arrow end first, into the front end of the Large Air Chamber 
Tube (refer to step 3 illustration, where you just removed the Front Air Transfer Case).

7. Push Front Air Transfer Case back into position. Do not reinstall screws yet (until step 10).  
The arrow shaft will extend past the string.

8. Push the Plunger Assembly into the Large Air Chamber Tube until it hits the end.  
On the arrow shaft, make a mark flush with the edge of Large Air Chamber Tube. 

9. Remove Front Air Transfer Case. Pull Plunger Assembly out of the Large Air Chamber Tube  
and cut the arrow shaft at the mark you made. 

WARNING: DO NOT TURN THE LIMB 
BOLTS MORE THAN THE RECOMMENDED 
AMOUNT. This could cause the limbs to break out 
of their pockets, resulting in bodily injury.

Proper lubrication of the axles and limb pockets 
limits wear and tear. Add enough lubricant to these 
areas to create a barrier between each working part 
and to optimize the performance of the bow. NOTE: 
Only industry standard lubricants should be used. 
DO NOT USE WD-40. 

Wax the string often. We recommend 
BCYML 6 synthetic string wax or an equivalent prod-
uct. To wax the string, apply wax liberally to entire 
length of string. Rub briskly with fingers until the 

string appears slick. Remove all excess wax with a 
clean cloth. We recommend that you wax every other 
time you shoot your bow to lengthen the life of your 
string and cable sets.

Replace the string and cables once a year or every 
2,500 shots to maintain optimum performance.

Examine your bow for wear and tear before you 
shoot (mod screws, axles, bushings, cables, cable 
slide and string). If any one of these items shows 
excessive wear, contact your Authorized Diamond 
Dealer to have them install new Diamond replace-
ment parts. 
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Nock
(Glue securely into arrow shaft  

AFTER cutting arrow shaft to length)

Protective 
Sleeve (25)

Nock Cap

String

Next, mark a line on the arrow shaft

First, push 
plunger all the 
way to bottom

10. Replace Plunger Assembly inside Large Air Chamber Tube. Replace Front Air Transfer Case 
and reinstall screws. The arrow shaft should now be flush with the rear edge of the Large Air 
Chamber Tube when pushed all the way in.

11. Glue and insert the nock into the end of the arrow shaft.

12. Place a plastic String Protector onto the string. Install the nock and the nock cap in the same 
position where you would normally nock an arrow. Tighten screws.

ADJUSTING THE DRAW LENGTH. The Cutter 
and The Edge feature a dual cam, single pivot-
ing module system. The module in each cam has 
multiple positioning holes for adjusting draw lengths 
from 18” - 28”, in 1/2” increments. No bow press is 
needed to change draw lengths.

Using an Allen wrench, remove the two positioning 
mod screws from the module. Rotate the module 
aligning the desired draw length with the machined 
mark on the cam (see example). (a) Insert the mod 
screw in the desired draw length hole and tighten, 
then (b), place a mod screw in an open threaded 
hole that is furthest away from the draw length hole 
and tighten.
 

Repeat the process on the second cam making sure 
the draw length and mod screws are in the identical 
position as the first cam.

Example: Positioned for a 26” draw length.

(b) 

(a) 
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Set Screws

Loosen these screws to  
adjust position side to side

13. The Airow Gun must now be adjusted to center the arrow shaft in the Large Air Chamber Tube. 
There are two directions of adjustment as shown above. Make necessary adjustments and 
retighten bolts.

14. Once everything is set and adjusted, tighten the Set Screws in the Riser Mounting Bracket to 
lock the Airow Gun into position. This will make small dimples in your riser but will keep the 
Airow Gun from moving.

15. Before you shoot, be sure to check that:
	 a. The nock is properly glued into the arrow shaft.
	 b. The arrow shaft is centered in the Large Air Chamber Tube.

you are now ready to shoot your Airow Gun.

keeping the string in 
track. Its important when 
the bow is held at full draw that 
the string is kept in a straight 
line with the cams. Pulling the 
string to the left or right of the 
cams could cause the string to 
become detached.

While at full draw, quickly look 
up at the top cam to make 
sure that the string is centered 
in the cam track. Once the 
string is centered you are ready 
to release the string and fire 
the bow.

drawing the bow. The 
bowstring is drawn back using 
the first three fingers of the 
right hand. Draw the string all 
the way back, bringing the right 
index finger near the corner 
of your mouth to ensure the 
maximum amount of thrust will 
come from your Airow. If you 
are left-handed, be sure that 
your bow drawing a bow that is 
built for a left-handed archer. 

Aiming the bow. 
Instinctively aim the bow with 
both eyes open and release 
towards the target.RIGHT WRONG WRONG

Loosen these screws to adjust 
height up and down
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